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Telephones & Home Monitoring Home Monitoring

Replacement Hub

General Colour W (White)

Frequency Range DECT: 1.92 GHz – 1.93 GHz Wi­Fi: 2.412 GHz –
2.462 GHz

Wireless Network Standard Wi­Fi: IEEE 802.11 b / g / n

Encryption WPA2­PSK (TKIP / AES), WPA­PSK (TKIP /
AES), WEP (128 / 64 bit)

SD Card Slot for Recording
Video

Y (MicroSD Max. 2 GB / MicroSDHC Max. 32 GB)

Status Indication LED (Red / Yellow / Green)

Alert Tone Volume 6 step+OFF

Wall Mountable Y

Operating Conditions 0°C ­ 40°C (32°F ­ 104°F) 20% ­ 80% relative air
humidity (dry)

Easy Setup One Push Pairing Button
(Handset, Camera, Other
Device)

Y

Wi­Fi Setup Button Y

Expandability Digital Cordless Handset
(KX­HNH100)

Up to 6

Camera (KX­HNC600 /
HNC200)

Up to 4

Sensor / Smart Plug (KX­
HNS101 / HNS102 /
HNA101)

Up to 50

Smartphone / Tablet Up to 8

Phone Feature Landline Telephone Function Y

Smartphone Connect Y

Answering System Y

Call Block Y

Camera Feature (Indoor Camera) Recording Time Up to 15 min
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Camera Feature (Outdoor Camera) Recording Time Up to 15 min

Sensor Detect Notification (Window Sensor /
Motion Sensor / Motion Sensor in Camera)

Via Landline Call Y

Via Home Network System
Application

Y

HUB Buzzer Y

Digital Cordless Handset Y

Dimensions / Weight Dimensions (W x D x H) Approx. 130 x 130 x 42 mm (5­1/8 inches x 5­1/8
inches x 1­21/32 inches)

Weight Approx. 220 g (0.49 lb)

Application Support OS iPhone ® 4 or later, iPad®, or iPad mini (iOS 6.0 or
later) or an Android™ device (Android 4.0 or later)

Device Error Notification Y

Alert Volume Y
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